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Temporary Robot Operating Procedures
Overview

The SBCcollect RobotGUI   is not fully functional at this time.
Robot operations currently require a combination of command-line SCRIPTS plus GUI commands to safely complete the functions described below.
WARNING:  Please WAIT for the command scripts to complete before proceeding with ANY other operation.
WARNING:  NEVER MOVE THE REFLECTOR WHILE ANY SCRIPT IS RUNNING !           (The REFLECTOR is still controlled from the SBCcollect Alignment TAB.)
NOTICE:  These scripts will move the detector to 500mm for safety.

SCRIPTS
These scripts are executed from the command line in a Linux terminal window.
IDmountPhosphor.sh
The PHOSPHOR-TOOL is placed on the X/Y head after automatically lowering the REFLECTOR and moving the DETECTOR to 500mm.
IDdismountPhosphor.sh
The PHOSPHOR-TOOL is placed in the toolbox after automatically lowering the REFLECTOR and moving the DETECTOR to 500mm.
IDmount.sh [dewar #] [magazine #] [pin #]
[bookmark: _GoBack]The arguments described in [] brackets above are INTEGER numbers separated by a blank space. This script will “exchange” the currently mounted sample with the sample specified.  The specified sample is placed on the X/Y head after automatically lowering the REFLECTOR and moving the DETECTOR to 500mm.

IDdismount.sh                                                     
The currently mounted sample is returned to the magazine where it originated after automatically lowering the REFLECTOR and moving the DETECTOR to 500mm.





EXAMPLES

Notice:  Examples were run as login “idstaff”.

WARNING:  Watch for script to return to the Linux prompt.
The final message from the IDmount.sh script will indicate:
"You can now start alignment of the sample"
Auto-Loop-Align if desired
or 
Insert the REFLECTOR using SBCcollect
and manually align using the On-Axis Camera View GUI.

Mount the Phosphor

purple:idstaff: IDmountPhosphor.sh

Dismount the Phosphor
purple:idstaff: IDdismountPhosphor.sh

Mount/Exchange Samples
purple:idstaff: IDmount.sh 1 1 7
purple:idstaff: IDmount.sh 1 1 10

Dismount Sample

purple:idstaff: IDdismount.sh
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